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J-1160 | Complete Crushing, Screening, Washing and Recycling Solutions

JAW CRUSHER

J-1160



J-1160 | JAW CRUSHER
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KEY FEATURES

High Output and Reduction Ratio

Rapid Set-Up Time

Compact and Easily Transportable

Grizzly Feeder with Integrated Pre-Screen

Selectable Discharge to By-Pass Conveyor or Main Conveyor

Advanced Electronic Control System with Coloured User Friendly Interface

Fully Hydraulically Adjustable Closed Side Setting and Pullrod Tension Ram
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J-1160 Transport

J-1160 Working

Head Office.
Drumquin Road,  Omagh, Co Tyrone, N. Ireland BT78 5PN

Tel: +44 (0) 28 82 418 700 Fax: +44 (0) 28 82 244 294 (Sales) E-mail: mail@terexfinlay.com Web Site: www.terexfinlay.com

TECHNICAL SPECIFICATIONS

Hopper Capacity: 5m3

Jaw Inlet Opening: 1000mm (40”) x 600mm (24”)

Engine Type:              CAT C-9 ACERT, 

Power Rating 224kW (300Hp) @ 2000rpm

Product Conveyor: 900mm wide belt

By-Pass Conveyor: 650mm wide belt

OPTIONS

Hydraulically driven water pump for dust suppression

Belt Weigher

Stockpiler Drive

Magnetic Separator

By-Pass conveyor (standard length or extended)

Radio remote control of tracks and machine operation

JAW CHAMBER

Jaques 2440 Jaw Chamber

1000mm (40”) x 600mm (24”) Inlet Opening

Hydrostatic Drive

Reverse Action for Clearing Blockages

Full Hydraulic C.S.S Adjust and Pullrod Tension Ram

34,500Kgs * (76,060 lbs) – (base machine without options)
37,000Kgs * (81,570 lbs) – (With By-Pass conveyor and magnet option)
* Note: Weights to be confirmed
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